YAKIMA PRECAST METER BOX #110
CONTROL DENSITY FILL
NATIVE MATERIAL FREE FROM ROCKS
FINISHED SURFACE
CONSISTENT W/ SURROUNDING GRADE. MOUNDING NOT ALLOWED.

3'-2" MIN.
4'-0"
1'-0"

B

2" FORCEMAIN
4" SEWER SADDLE
8" PVC SEWER PIPE
CRUSHED SURFACING TOP COURSE

SECTION A

A

VARIES

VALVE BOX COVER

1'-6" TYP.
1'-6" TYP.

8" WYE TEE w/CAP AND THREADED PLUG

8" PVC PIPE @ 0.04 FT/FT MIN.

6" TYP

SECTION B

*** THIS MANIFOLD CAN ONLY BE USED AFTER RECEIVING CITY ENGINEER APPROVAL FOR EACH CASE ***

EXISTING MANHOLE

SAND COLLAR CONNECTION

NATIVE MATERIAL FREE FROM ROCKS
CRUSHED SURFACING TOP COURSE

City Of Yakima
Engineering Division

City of Yakima - Standard Detail
SPECIAL SEWER MANIFOLD

S7

129 North Second Street
Yakima, Washington

NOT TO SCALE
Revision 5-2010